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Novatel Wireless U998  |  Novatel Wireless U950  |  Novatel Wireless X950

 

Network 
HSPA+	 Yes	 No	 No 
HSPA	 Yes	 Yes	 Yes

Speeds 
Peak download	 21 Mbps	 7.2 Mbps	 7.2 Mbps 
Peak upload	 5.7 Mbps	 2.1 Mbps	 2.1 Mbps

Operating Systems2   	 Windows 7, XP,	 Windows 7, XP,	 Windows 7, XP, 
	 Vista® and Macintosh®	 Vista and Macintosh	 Vista and Macintosh

Software 
Mobile Connect 	 Yes – on device	 Yes – on CD	 Yes – on CD 
Mobile Connect Basic	 Not required; full on device	 Yes – on device	 Yes – on device  
Mobile Connect for Mac	 Yes - download	 Yes – on device and CD	 Yes – on CD

Interfaces 
Electrical interface	 USB interface	 USB interface	 ExpressCard 
Driver interface	 DUN	 DUN	 DUN

Messaging 
SMS	 Yes – on Mobile Connect 	 Yes – on Mobile Connect	 Yes – on Mobile Connect

MicroSD slot   	 Yes (up to 32GB)	 No	 No

Dimensions 
Length 	 77 mm	 70 mm	 112 mm 
Width	 30-43 mm	 25 mm	 34 mm 
Depth 	 9-12 mm	 12 mm	 11 mm 
Weight	 36g	 37g	 29g

NOVATEL WIRELESS U998 NOVATEL WIRELESS U950 NOVATEL WIRELESS X950

(1) Speed may vary due to topography, environmental conditions, device type and other factors. HSPA/HSPA+ not available in all areas. Bell.ca/network. (2) Mobile Connect Basic for Windows 
supports Windows 32-bit operating systems. Mobile Connect for Windows (full version) supports Windows 64-bit and Windows 7 operating systems. Mobile Connect for Macintosh supports 
most 10.4 and 10.5 operating systems.  For information on other operating systems supported by these devices, visit novatelwireless.com/support. (3) Mobile Connect is available as a free 
download from bell.ca/mobileconnect. NovAtel is a registered trademark of NovAtel Inc. Windows Vista is a registered trademark of Microsoft Corporation in the United States and/or other 
countries. Macintosh is a registered trademark of Apple Inc.


